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20000

None

Airline Transport; Single-engine Land; Helicopter

57

The  pilot  said  that  he  had been flying down in the canyon, and had come up to the surface to return to his helipad.  He said that the
helicopter's  mast  struck  a  wire,  and  severed  the  main  rotor  pitch  change tubes disabling the aircraft.  The pilot said that the
helicopter  came  down  vertically (20 to 30 feet) breaking the left skid, crushing the fuselage, separating the tail boom, and separating
portions of both main rotor blades.
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DEN02LA101

04/01/2003

Accident



Brief of

 

__________________________________________________________________________________________________________________________________________

The National Transportation Safety Board determines the probable cause(s) of this accident as follows.
the  pilot's  failure  to  maintain  clearance  of  a static wire, and the subsequent loss of aircraft control due to the main rotor pitch
change tubes being severed.

Accident (Continued)

Occurrence #1:         IN FLIGHT COLLISION WITH OBJECT
Phase of Operation:  MANEUVERING

Findings
     1.  OBJECT - WIRE,STATIC
     2.  (C) CLEARANCE - NOT MAINTAINED - PILOT IN COMMAND
     3.  (C) ROTORCRAFT FLIGHT CONTROL - CUT/SEVERED
----------

Occurrence #2:         IN FLIGHT COLLISION WITH TERRAIN/WATER
Phase of Operation:  DESCENT - UNCONTROLLED

Findings
     4.  (C) AIRCRAFT CONTROL - NOT POSSIBLE - PILOT IN COMMAND
     5.  TERRAIN CONDITION - MOUNTAINOUS/HILLY

Findings Legend: (C) = Cause, (F) = Factor

Time (Local): 12:25 MDTAircraft Reg No. N43GACanon City, CO08/30/2002File No. 12761
DEN02LA101


